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Description of the specification technical flaw (add space as needed) 


ATA mode defined in the MMCA reference specification has requirements that are not 
mandatory for a CE-ATA device. This errata removes mention of ATA mode from the CE-ATA 
specification. A CE-ATA device shall respond to RW_MULTIPLE_REGISTER (CMD60) and 
RWMULTIPLERBLOCK (CMD61) with no mode selection. 


Description of the correction 


The second paragraph of section 2.4.1 shall be removed as shown: 

Aft e r comp le t i ng th e norma l MMC r e s e t and i n i t i a li zat i on proc e dur e s, th e host shou l d qu e ry EXT_CSD 

r e g i st e r byt e 50 4 (S_CMD_SET) i n MMC r e g i st e r spac e . I f th e ATA b i t (b i t 4 ) i s s e t to on e th e n th e MMC 

d e v i c e i s an ATA d e v i c e . I f th e d e v i c e i nd i cat e s that i t i s an ATA d e v i c e , th e host shou l d s e t th e ATA b i t 

(b i t -1) of th e EXT_CSD r e g i st e r byt e 191 (CMD_SET) to act i vat e th e ATA command s e t for us e . Th e 

host s ele cts th e command s e t us i ng th e SW I TCH (CMD6) command. Host i mp le m e ntat i ons shou l d b e 

awar e that CE - ATA d e v i c e s comp li ant w i th th e CE-ATA 1.0 sp e c i f i cat i on may not support th e ATA mod e 

b i ts i n th e EXT_CSD r e g i st e r as th e mat e r i a l was d e v el op e d subs e qu e nt to th e 1.0 sp e c i f i cat i on. 


Disposition log 


3/28/2006 Erratum captured 

5/29/2006 Erratum ratified 


Technical input submitted to the CE-A TA Workgroup is subject to the terms of the CE-A TA 
contributor’s agreement. 























